
Field Wireable Connector Assembly

Rev. 1.0 Doc 1180                                                           Page 1 of 2

Attaching The Connector To The Transmitter
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OPTIONAL EXTERNAL POWER SUPPLY WHEN
PASSIVE OUTPUT MODE IS SELECTED
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Standard Molded Cordset

14mm
HEX

2”
0.168

Part Number         Length
42117K0025         25 ft
42117K0050         50 ft
42117K0100         100 ft

SPECIFICATIONS
Connector: 5 Pin Eurofast Style Female
Contact Carrier Material/Color: Pur/Black
Molded Head Material/Color: Pur/Black
Contact Material/Plating: Brass/Gold
Coupling Nut Material/Shape: 300 Series Stainless/14mm HEX
Shielding Sleeve: N/A
Rated Current: 4.0 A
Rated Voltage: 250V
Outer Cable Jacket Material/Color: PVC/Black
Conductor Insulation Material: PVC
Number of Conductors: 4 x 24 AWG - Pin 4 Not Used
Drain Shield: 24 AWG Drain / Foil Shield
Temp Range: -40C to +80C
Protection Class: Meets NEMA 1, 3, 4X, 6P and IEC IP68, 69k

NOTE:
For best EMI protection drain shield
should be grounded at junction.


